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A novel hybrid nanofibrous strategy to target
progenitor cells for cost-eﬀective in situ
angiogenesis†
N. Sachot,ab O. Castan˜o,*abc H. Oliveira,d J. Martı´-Mun˜oz,ab A. Roguska,e
J. Amedee,d M. Lewandowska,f J. A. Planellab and E. Engelabg
Although the impact of composites based on Ti-doped calcium phosphate glasses is low compared with
that of bioglass, they have been already shown to possess great potential for bone tissue engineering.
Composites made of polylactic acid (PLA) and a microparticle glass of 5TiO2–44.5CaO–44.5P2O5–6Na2O
(G5) molar ratio have already demonstrated in situ osteo- and angiogenesis-triggering abilities. As many of
the hybrid materials currently developed usually promote osteogenesis but still lack the ability to induce
vascularization, a G5/PLA combination is a cost-effective option for obtaining new instructive scaffolds. In
this study, nanostructured PLA-ORMOGLASS (organically modified glass) fibers were produced by electro-
spinning, in order to fabricate extra-cellular matrix (ECM)-like substrates that simultaneously promote bone
formation and vascularization. Physical–chemical and surface characterization and tensile tests demon-
strated that the obtained scaffolds exhibited homogeneous morphology, higher hydrophilicity and
enhanced mechanical properties than pure PLA. In vitro assays with rat mesenchymal stem cells (rMSCs)
and rat endothelial progenitor cells (rEPCs) also showed that rMSCs attached and proliferated on the
materials influenced by the calcium content in the environment. In vivo assays showed that hybrid composite
PLA-ORMOGLASS fibers were able to promote the formation of blood vessels. Thus, these novel fibers are a
valid option for the design of functional materials for tissue engineering applications.
Introduction
The development of materials for tissue engineering has long been
focused on implants aimed at simply replacing non-functional or
damaged organs. But scaﬀold design has evolved considerably in
recent years, and third generation biomaterials have been
developed.1,2 These biomaterials are able to stimulate specific
cellular responses, being both bioactive and bioabsorbable.3–5
In bone regeneration, many material fabrication approaches
have been implemented for the production of functional sub-
strates able to interact and properly integrate with the host tissue
and/or trigger cell differentiation towards osteoblastic lineage.
But the obtained scaffolds generally do not promote angiogenesis,
a vascularization process essential for the formation of fully
functional new living tissues.6 Several studies performed by our
group have demonstrated that composites made of polylactic acid
(PLA) and TiO2–CaO–P2O5–Na2O bioactive inorganic glass have
the potential to efficiently promote bone formation and integrate
with bone tissues.7–9 More recently, another study pointed to the
formation of tube-like structures when endothelial progenitor
cells (responsible for the formation of vessels) were cultured on
the material.10 The suitable biological performance of these
scaffolds was mainly attributed to their stiffness and the ions
released from the glass, in particular calcium ions, as well as the
intrinsic surface properties of the materials.8,10 The combination
of PLA with this bioactive glass seemed, therefore, to be a
promising and low-cost combination. Up to now, this material
has only been shaped by using the salt leaching-solvent casting
method and the rapid prototyping technique.11,12 As not only the
chemistry but also the structure of a scaffold influence cellular
response, the choice of appropriate scaffold architecture is
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critical; for this reason, biomimetic scaffolds are being investi-
gated extensively. In particular, numerous studies reported in a
review by Jang et al.13 have shown the potential of electrospun
mats to support cell adhesion, proliferation and differentiation
in bone tissue engineering. Other studies also revealed the
importance of developing materials with specific features
(composition, for example) and validated the use of Si–Ca–P2
ORMOGLASSES (organically modified glasses) to prepare
hybrid materials.14–17 However, the fabrication of hybrids invol-
ving other systems (i.e. other constituents) is required in order
to demonstrate the usefulness of ORMOGLASSES for tissue
engineering, particularly for bone regeneration.
The aim of this study was to prepare hybrid composite
fibers, by means of electrospinning, containing PLA and a
titanium-based ORMOGLASS (previously reported by Sanzana
et al.18 as the G5 composition) in order to produce scaﬀolds
with the capacity to sustain both osteo and angiogenesis.
Hence, we evaluated the applicability of a sol–gel methodology
to the previously developed G5 glass composition and estab-
lished a new organometallic glass preparation protocol. Then
fiber fabrication followed a dispersed blend approach, allowing
for the participation of the titanium-based ORMOGLASSES to
the final mechanical support of the matrices. The obtained
composite fiber mats were characterized and their biological
responses were investigated. We hypothesized that 3rd generation
PLA–titanium based ORMOGLASS composite scaffolds, fabricated
as fibrous mats, would constitute a favourable environmental
interface for cellular activity (bioinspired structure)19,20 and that
the interactions between the phases could be improved in
comparison to the other materials already prepared using these
two types of compounds.
Results and discussion
Material morphology
Titanium-based ORMOGLASS particles were prepared by a
hydrolysis-tuned sol–gel method and associated with PLA, as
the organic matrix, enabling the formation of fibers by electro-
spinning without polymer degradation. As observed in Fig. 1,
titanium-based ORMOGLASS/PLA blend electrospun fibers
were efficiently prepared, using two different G5 compositions
(OG5, i.e. 10 and 20 (v/v) %), either randomly oriented or
aligned, showing a full width at half maximum (FWHM) of
62.8 and 51.51 of misorientation-angle (Fig. S1, ESI†). EDS
analysis showed a good concordance with the theoretical
mineral composition of the mineral phase in the two blends
produced (Table S1, ESI†). Note the versatility of the method,
for example, we could increase or decrease the Ti content
in order to modify the behaviour of the ormoglasses when
immersed in aqueous solutions.21
Finding a stable combination of alkoxides and PLA is a
laborious work. Numerous processing conditions influence the
fiber deposition and the final fiber aspect (the voltage applied
or the tip-collector distance, for example22). The viscosity of the
solution is another crucial factor. Without a suitable viscosity
(too low or too high), the fibers do not form properly.23 It was
thus essential to prepare a blend with a suitable viscosity to
ensure fiber deposition. Note that PLA can suﬀer alcoholysis
and chain scission when the ORMOGLASS alkoxides mix is
added (data not shown). Once experimental parameters were
optimized, even when the addition of the ORMOGLASS gel into
the polymeric solution induced a decrease in the viscosity,
the viscosity of the solution was in an appropriate range and
remained stable over time (Table S2, ESI†). This was the first
time that a glass with the G5 composition was processed using
the sol–gel method and that PLA-OG5 ORMOGLASS blends
were used to obtain extra cellular matrix (ECM)-like fibers.
Previous reports only considered the use of G5 glasses in
non-fibrous and non-hybrid composite applications.8,12
Water contact angle assessment
ORMOGLASSES enhance the hydrophilicity in hybrid architec-
tures as inorganic bioglasses do. The wettability of all hybrid
fibers produced was improved in comparison to pure PLA fibers
(Fig. S2, ESI†) in accordance with other hydrophilic composites.7,12
In our case, it can also be noted that aligned fibers had a lower
contact angle than the random ones. The positioning of aligned
fibrous samples (parallel or perpendicular) influences the evalua-
tion of the water contact angle due to the anisotropic topography
of the materials (see Fig. S3, ESI†).
Thermal characterization
Polymer chain motion was not restricted by the ORMOGLASS
and two diﬀerent phases were present in contrast to what was
previously observed in ormoglass coated PLA.17 Diﬀerential
scanning calorimetry (DSC) results showed that the thermal
properties of the polymer were globally not aﬀected by the
incorporation of the ORMOGLASS. In fact, the thermograms of
the hybrid fibers associated with the first heating ramp were
similar to those of PLA fibers. Moreover, based on the second
heating ramps, no significant diﬀerences in Tg were observed
for the PLA and the hybrid fibers, as expected (Fig. S4, ESI†).
Interactions at the nanometric level can be created thanks to
Fig. 1 Morphology of the hybrid fibers (FESEM zoomed pictures).
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the intrinsic advantages of the fabrication method,24 but
no strong chemical interactions, able to induce significant
modifications in Tg, were formed. Note that Tg in this amorphous
PLDLLA (70% LL/30% LD PLA) ranges between 55 and 60 1C and
basically depends on the molecular weight.25
The higher the ORMOGLASS content, the earlier the degra-
dation of PLA occurred. Thermograms obtained from thermo-
gravimetric analysis revealed that when subjected to high
temperatures, the physical–chemical properties of the materials
differed in terms of degradation. Degradation of PLA occurred at
a lower temperature in the hybrid fibers than that of the pure
PLA ones (Fig. 2 and Table S5, ESI†). The ORMOGLASS promoted
an earlier PLA degradation, which was even more anticipated
when the ORMOGLASS content was increased. Under thermal-
oxidative conditions (air), the thermal stability of PLA was thus
influenced by the content of the ORMOGLASS. This is in
accordance with a study performed by Wen et al., which showed
that an increase in titanium content in polymeric networks
decreased the degradation temperature of the polymer.26 Other
researchers also proved that addition of hydrophilic or organic
species (organosilicon compounds) in PLA resulted in a decrease
in the decomposition temperature of the polymer.27,28 Moreover,
as observed on the derivative graphic and in comparison to
the pure PLA fibers, two novel degradation peaks at lower
temperatures appeared for the hybrid fibers. This indicated that
compounds related to glass additionally degraded before PLA.
According to the FTIR vapour phase analysis (performed under
N2 flow for this kind of set-up in Fig. S5, ESI†), the infrared
spectra associated with these two peaks were assigned to alkyl-
phosphates. The fact that such compounds were identified for
the hybrid fibers suggested that not all the phosphate contained
in the glass gel had reacted to form the glass network. Carta et al.
also attributed these two peaks to unreacted alkylphosphate
molecules.29 Knowing that the phosphorous precursor is composed
of mono and di-ethyl phosphate species, the non-reaction of these
two species would explain that two peaks (i.e. two different com-
pounds) are observed. Liang et al. suggested that such freemolecules
degraded because they are small and thus able to volatilize easily.30
To enhance the incorporation of the phosphate into the ORMO-
GLASS, modification of the hydrolysis parameters of the glass (i.e.
catalyst used, hydrolysis rate, etc.) will be needed to control this
aspect. Finally, it may also be possible that part of the alkylpho-
sphate molecules detected were not all resulting from the signal of
unreactedmolecules. Perhaps some of them resulted from the chain
scission of the phosphate groups located at the end of the glass
chain network (backbone).31 These end groups need, in fact, less
energy of activation to volatilize in comparison to phosphate groups
well incorporated into the inside of the ORMOGLASS network.
The weight percent of the OG5 20–80 fibers was not exactly
double that of the OG5 10–90 ones as would have been expected
according to the v : v ratio defined. Observing the TGA thermo-
grams, i.e. the weight and derivative weight (DTA) graphics,
associated with the degradation of the fibers in Fig. 2, we can
infer by evaluating the sample weight changes that the final
inorganic compound remaining after thermal treatment con-
stituted 15.5% of the sample (in mass) for the OG5 10–90 fibers
and 24.3% for the OG5 20–80 ones. However, these values did not
represent the exact ORMOGLASS weight of the fibers as two other
weight losses attributed to the presence of the ORMOGLASS
during the degradation were identified. The percentage of the
ORMOGLASS weight contained in the OG5 10–90 fibers was
increased to 25.5% and that in the OG5 20–80 ones
to 40.8%. These two weight losses that occurred between 150
and 280 1C were related to alkylphosphates, as revealed by the
analysis of the vaporized gaseous products and based on studies
reported in the literature.29,30 Differences in the degradation
temperatures of PLA were also observed for the hybrid fibers
(Table S3, ESI†). While PLA fibers had a degradation temperature
(max peak) of 360 1C, hybrid fibers exhibited lower values: 355 1C
for the OG5 10–90 fibers and 341 1C for the OG5 20–80 fibers.
Fig. 2 TGA curves of the hybrid fibers and their associated derivative curves (DTA). The percentages in red represent the amount of inorganic
ORMOGLASS remaining at the end of the assay. The percentages in green correspond to the weight loss associated with the degradation of
alkylphosphate molecules (peaks 1 and 2) in the hybrid fibers.
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Mechanical behaviour
As in inorganic–organic conventional hybrids, alkoxide based
ormoglass also increases the mechanical resistance. Tensile
tests demonstrated that the approached Young’s modulus and
the yield strength of the hybrid fibers exhibited higher values
than the PLA ones (Fig. S6 and S7, ESI†). This attested that
tougher materials were produced. The mechanical behaviours
of the hybrids closely depend on the nature of the inorganic
phase introduced into the polymeric matrix. As reported by
Wen et al., for example,26 hybrids produced by the incorpora-
tion of inorganic phases containing metal alkoxides greatly
improved themechanical features of the pure polymeric material.
They also showed that these mechanical properties can be
tailored by modifying the content of the inorganic glass. Here,
similar results were observed. Based on these statements and the
fact that no increase in crystallinity was detected by DSC, it is
assumed that the use of alkoxide precursors and the sol–gel
method is the main reason for the increase of the values in the
mechanical properties measured for the hybrids. As a more
general observation, it can be seen that aligned fibers exhibited
higher mechanical properties. This behaviour is commonly
observed when tensile tests are performed parallel to the principal
axis of the fiber alignment.32,33
BSA protein adsorption
Bovine serum albumin (BSA) adsorbs better in the hybrid
formulations due to their higher hydrophilicities, higher calcium
release profile and lower electronegative surface potentials.
Protein adsorption on the surface of biomaterials is crucial, as
this phenomenon constitutes the first real interaction that the
material establishes with the biological fluid and contributes to
eﬃcient cell adhesion.34,35 Bovine serum albumin shows a
higher adsorption on the surface of the hybrid fibers, in com-
parison with PLA alone (Fig. S8, ESI†). Several explanations can
be provided for this observation: the first one considers that the
composition of the ORMOGLASS contained a high amount of
calcium, and albumin is known as a major calcium-binding
protein present in tissues and fluids.36 Thus, hybrid fibers may
include a significant amount of binding sites available for the
protein. In fact, for pure PLA substrates, previous surface activa-
tion or functionalization is usually required to promote albumin
adsorption.35 Another reason may be the charge of the hybrid
fiber surface. According to Klinger et al., the electrostatic inter-
actions between albumin and titanium surfaces are the main
mechanisms involved in protein adsorption. BSA is a negatively
charged protein in the pH range in which the assay is conducted.
As PLA fibers generally showed a more electronegative potential
than the hybrid fibers, BSA had less aﬃnity with the PLA fibers
than with the hybrids (Fig. S8 and Table S4, ESI†). This may also
be emphasized by the pH of the solution in which the assay is
performed. As revealed by the pH measurements, when hybrid
fibers are immersed in diverse solutions (medium, simulated
body fluid (SBF), water), the pH of the solutions slightly
decreased (Fig. 3 and Fig. S9, ESI†). The complementary pH
measurements reported in Fig. S10 (ESI†) confirmed that the pH
Fig. 3 (a) Calcium release and (b) environmental pH of blended fiber sheets both in pure water and SBFF solution. (c) Calcium release of a monolayer of
blended fibers deposited on cover glasses in HEPES buﬀered solution.
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of the solution in which the albumin adsorption assay is
performed was lower for the hybrids than for PLA. This means
that the electrostatic potential of the hybrid fibers was evenmore
electropositive than that of the PLA fibers under the conditions
of the test. Consequently, zeta potential (ZP) and pH together
drastically aﬀected the adsorption eﬃciency (Fig. S11, ESI†).
Zhu et al. and Krajewski et al. already described this ZP–pH
dependence in the literature.37,38 Finally, the last two factors that
may have favoured the adhesion of BSA are wettability and
the reactive groups present at the fiber surface.35,39 The low
wettability of the PLA fibers compared to the hybrid ones
(Fig. S2, ESI†) may have prevented BSA from binding to the
surface as a smaller amount can reach the whole surface. It is
also hypothesized that suitable reactive groups such as hydroxyl
might be present at the fiber surface, providing additional
binding sites for the protein.
Proliferation of rMSCs and EPCs
Proliferation of rMSCs is promoted by the hybrid fibrous
scaﬀolds in contrast to that of rEPCs. Biological response is
of paramount importance to the success of scaﬀold implanta-
tion. Scaﬀolds are designed to act as templates to support
adequate cellular function. They should thus provide a suitable
environment to direct the activity of cells through their material
features (e.g. architecture, chemical composition, wettability).40
When cultured on the hybrid fibers for 1 day, rMSCs showed to
attach and spread on the substrate for both fiber compositions
(Fig. 4a, b, e and f). At the same time point, rEPCs also adhered
on the fiber mats, but showed to spread to a less extent (Fig. 4c,
d, g and h). After 10 days, rMSCs proliferated significantly on all
fiber types, forming a homogeneous cellular layer (Fig. 5a–h).
On the other hand, rEPCs showed a more heterogeneous
distribution on the fiber mats, especially on the OG5 10–90 fibers
(Fig. 5i–p). Quantification of the cell proliferation confirmed this
trend. Based on these results, all hybrid fibers seemed to be
suitable substrates to proliferate rMSCs, aligned OG 10–90 mats
being the most relevant composition. For rEPCs, however, the
cellular response was more limited (Fig. 6). As a general observa-
tion, the initial adhesion and proliferation of lower rEPCs could
be observed both for the hybrid and pure polymeric mats.
Relevant lower adhesion of rEPCs to the fibers (around 50%)
and a trend for a higher cell count for the random fibers seem to
exist, although not statistically significant. The signalling
provided by the tested scaffolds may not be the most suitable
to sustain their proliferation.41,42 In previous reports it has
been shown that, while calcium enhances rMSC proliferation,43
no significant effect was observed for rEPCs.44
It can be additionally noted that cellular adhesion and
spreading followed the orientation of the fibers. On random
fibers, cells spread randomly, whereas on aligned fibers they
aligned along the orientation of the fibers (Fig. 4 and 5). This is
a common behaviour, already reported in the literature, which
shows how cells modulate their cytoskeleton shape depending
on the substrate structure, and how cell–material interactions
are influenced by the design of the material.45 On the other
hand, electrospun scaffolds are often described as suitable
templates for cell infiltration due to their high porosity and
high surface area.13 In this in vitro study, cells did not seem
to penetrate the scaffolds, according to the FESEM images. This
may be explained by the chosen cell types as well as the porosity
(small micropores associated with the technique) of the
produced scaffolds.46 Even with less tortuosity (aligned fibers),
cells did not penetrate efficiently into the membranes. Such
behaviour was also reported by Ghasemi-Mobarakeh et al.,
using an in vitro evaluation with rEPCs, who suggested that
the small pore size of nanofibrous scaffolds was the reason for
this non-infiltration.47 Several methods can be used to promote
cell penetration on electrospun mats, such as selective leaching
or a combination of electrospray with co-electrospinning.48,49
For the produced hybrid fibers, an improvement regarding the
cell infiltration would be required, if cells are intended to be
cultured on the scaffolds in vitro and if infiltration is required
for the targeted application.47
In vivo subcutaneous implantation in rats
As a means to evaluate the in vivo response of the developed
materials and according to in vitro results, we implanted
aligned mats subcutaneously in mice. Histological analysis by
HE staining showed that all materials tested induced a mild
inflammatory response at both 1 and 4 weeks with a thin
fibrous capsule being formed at the interface with the host
tissue (Fig. 7, see red arrows at 1-week post implantation). Also,
one can observe that the materials containing the ORMOGLASS
showed higher infiltration of cells at both time points tested, in
relation to pure PLA alone. The abundant cellular infiltration
observed after in vivo implantation contrasted with the in vitro
results, particularly for the OG5 20–80 fiber formulation
(Fig. 7). Nonetheless, previous reports have also shown this
discrepant effect. Indeed, Boland et al. has also shown a lack of
infiltration under in vitro conditions but abundant cell migra-
tion after in vivo implantation.50 It is hypothesized that the
external forces applied by the animal activity/motion promoted
the migration of the cells towards the centre of the material and
aid the cells to push individual fibers from their path during
migration. A combination of both in vivo mechanical con-
straints and inflammatory response plays a role in the cellular
penetration, inside the matrices, which due to the controlled
Fig. 4 FESEM pictures at low and high magnification of rMSCs and rEPCs
at 1 day of culture. Cells are artificially coloured in blue to better visualize
the cells on the material and red stars point the round cells (a–d: random;
e–h: aligned).
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release of calcium favours angiogenesis inside the composite
matrices. In fact, assays reported in a previous study also
demonstrated that cells infiltrated well into fibrous templates
under in vivo conditions.15,51 However, it is clear that the
infiltration in fibrous mats was lower than in other materials
with bigger pore size and interconnectivity.52
The more interesting aspect obtained from this in vivo
evaluation was the improved vascularization potential of the
Fig. 5 Pictures obtained thanks to fluorescent staining (microscope images) and cell fixation (FESEM images) of rMSCs (a–h) and rEPC (i–p) after 1 d and
10 d of culture on hybrid fibers.
Fig. 6 Proliferation quantification of (a) rMSCs and (b) rEPCs cultured on PLA and hybrid fibers – random and aligned (*p o 0.05, **p o 0.001).
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hybrid fibers, in relation to PLA alone (see Fig. 7 for hematoxylin
(HE) staining and Fig. 8 for platelet endothelial cell adhesion
molecule (CD31) staining). Owing to the strong staining eosin by
red blood cells and to the morphology of the capillaries, we
could observe the existence of vessels inside the materials at
both 7 and 28 days post implantation, with higher relevance
in the OG5 20–80 fiber material (see black arrows in Fig. 7,
at 28 days). Based on these initial results, we then performed
CD31 immunohistochemistry on the samples implanted sub-
cutaneously at the described time points (Fig. 8). Upon quanti-
fication, we could observe a clear effect regarding the number
of vessels formed and the number of ORMOGLASSES in the
materials. As observed in Fig. 8a, microvessels could be observed
predominantly in the periphery of the material and the density
was more pronounced with increased time of implantation.
The corresponding quantification (Fig. 8b) shows that at 7 days
post-implantation a significant higher density of vessels could be
determined for the OG5 20–80 formulation. Again, at 28 days
post-implantation both composite formulations demonstrated a
significant angiogenic effect in comparison with PLA alone
(Fig. 8b). Even though the OG5 10–90 fibers did not seem to
improve angiogenesis after one week, a great enhancement in
blood vessel density was achieved between the first week and
the end of the assay. This suggested that these fibers may be a
promising scaffold, but also that they may require more time
than the OG5 20–80 ones to induce angiogenesis. This may be
attributed to the differences in ORMOGLASS content and the
corresponding calcium release profile. As shown above (Fig. 3)
OG5 20–80 blended fibers showed a calcium release close to the
concentration range at which angiogenesis has been shown to
be favoured (3–10 mM [Ca2+]).10,15,44 On the other side, the OG5
10–90 blended fiber formulation showed a lower calcium release
kinetics that might explain the delayed angiogenic effect. Note
the negative slope in Fig. 3a, typical behaviour when in vitro
studies are performed using phosphate buffered solutions in the
absence of proteins from the serum. Therefore, experiments
were repeated in an organically buffered solution using HEPES,
with consistent results. Note, as well, the slightly acid pH
resulting from the immersion in pure water in contrast to silicon
based ormoglasses previously published by our group,14,15 which
can also trigger a higher release rate. Nonetheless, we could
demonstrate that these hybrid fibers possess the potential to
induce vascularization, due to the improvement of the hydro-
philicity and by the release of calcium, shown to enable cell
chemotaxis and enhancement in cellular responses.9,10 These
hybrid fibers seem thus to be promising according to their
bioactivity and biocompatibility. However, further in vivo studies
in the bone site are underway to confirm the potential of these
biomimetic materials for bone tissue regeneration.
Other aspects to consider
We have evaluated the initial behaviour of endothelial cells,
upon in vitro culture on the matrices, but focused our angio-
genesis studies in an in vivomodel that is, from our perspective,
more relevant in terms of material evaluation. We and others53
considered that the in vitro evaluation of a biomaterial has
some limitations. Indeed, endothelial cells are likely to behave
diﬀerently when in tubular structures and when in contact with
other cells, like pericytes and smooth muscle cells and when
in response to flow and shear stress. Hence, in vitro assays
using endothelial cells will not permit the evaluation of more
complex physiological interactions that occur in vivo, including
the assessment of indirect eﬀects and the impact of other
cellular populations.
The production of these titanium-based fibers represents
great progress in the development of artificial bioactive
matrices. Indeed, up to now, most of the designed biomaterials
focused on silica-based glasses, due to the diﬃculty of prepar-
ing phosphate-based glasses containing titanium.54 Hence,
only a few reports on this system are found in the literature.
Fig. 7 Histological analysis by HE staining after 7 and 28 days of sub-
cutaneous implantation (n = 6). Red arrows denote the presence of fibrous
capsules (mild inflammatory response). Yellow dots point to the cells
penetrating the scaﬀolds. Black arrows show the presence of blood
vessels. Blood vessels were identified by the staining of red blood cells
(inset in the picture related to OG5 20–80 fibers).
Fig. 8 (a) Histological analysis by CD31 immunostaining and (b) blood
vessel density quantification of PLA, OG5 10–90 or OG5 20–80membranes,
after 7 and 28 days of subcutaneous implantation (n = 6; *p o 0.05). Black
arrows point the presence of endothelial cells and blood vessels.
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Moreover, most of them involve the conventional melt-
quenching method.21,55–57
To the best of our knowledge, only Pickup et al. used the
sol–gel method to prepare titanium-based glasses in the form
of nanostructured powders,58 but the drawback of their
approach is that the preparation of their glass requires several
weeks; in fact, ageing and drying were performed during
10 weeks at temperatures between 60 1C and 350 1C. For the
sol–gel derived glass described in this paper, only three days
were necessary to obtain the glass, while using low tempera-
tures (4 1C and ambient temperature). This enabled us also to
conserve the organic fragments present in the glass and to work
with ORMOGLASSES. Additionally, titanium-based glasses have
rarely been used to prepare nanostructured composite materials,
being more often investigated as isolated scaffolds.59,60
This is the first time that sol–gel derived glasses, based on
titanium, were used to design nanostructured hybrids mimicking
an ECM, and with the capacity to sustain angiogenesis. In contrast
to usual composites, where the glasses are used as fillers for
polymeric matrices (dispersion of microparticles),12,56,61 our
approach constitutes a real novelty regarding other titanium-
based glasses and composite materials. The preparation of these
fibers demonstrated that not only silicon-based glasses15 but
also titanium-based ones can be prepared as ORMOGLASS and
be used to produce nanofibrous hybrids.
Finally, we want to propose this material as a possible
candidate for, but not limited to, clinical applications for
guiding bone regeneration. The periosteum is an outermembrane
of the bone that provides a high number of pluripotent stem cells,
and it has been demonstrated to be crucial as a template for
further neovascularization during healing.62–64 An engineered
biomimetic membrane promoting efficient vascularization that
mimics the periosteum would be an ambitious challenge and a
new milestone in biomaterial-based therapies for early stage bone
regeneration.65 As this material can be easily transferred to other
processing methods such as rapid prototyping, among others,
it offers further tissue regeneration potential according to the
vascularization requirements of the tissue, such as skin or even
osteochondral tissue regeneration.
Conclusions
PLA-titanium based ORMOGLASS composites have been
produced as fibrous mats. For the first time, bioactive glass
has been successfully obtained by applying the sol–gel method
and has been efficiently used to prepare an electrospinnable
polymer/glass blend. Electrospinning parameters (blend
viscosity, voltage intensity, dispensing rate, tip-collector distance)
were correctly set for this novel hybrid system and a continuous
fiber deposition was achieved. Fibers, collected as random and
aligned structures with two different glass contents, exhibited
regular shapes, improved mechanical properties and suitable
hydrophilicity. Globally, the addition of ORMOGLASS into the
polymeric matrix resulted in the enhancement of the physical–
chemical properties of the pure polymeric scaffolds. In addition,
the fibers induced promising biological responses. In particular,
in vivo implantation demonstrated the potential of the hybrids to
induce vascularization. Although further assays are required
to assess more precisely the potential of these novel fibers
(efficiency of osteogenesis and angiogenesis promotion), this
study represents a valuable step forward for the fabrication of
biomimetic materials as potential functional in situ cell-instructive
scaffolds for vascularized bone regeneration with excellent cost-
effectiveness.
Experimental
Blend preparation and electrospinning
The preparation of the glass involved a mix of metal alkoxide
precursor solutions. Calcium alkoxide precursor solution was
obtained as the result of refluxing metallic calcium (Panreac,
98%) in 2-methoxyethanol (Sigma-Aldrich, 99%). Phosphorus
alkoxide precursor solution was prepared by refluxing P2O5
(Aldrich, 99.99%) in absolute ethanol (Sigma-Aldrich 499%).
The titanium precursor was prepared by dissolving titanium
isopropoxide (Alfa Aesar, 97%) in absolute ethanol and the
sodium precursor by refluxing metallic sodium (Panreac,
99.8%) in 2-methoxyethanol. The precursor solutions were
mixed homogeneously according to the composition of OG5
glass (molar ratio): 44.5P2–44.5Ca–5Ti–6Na2, with strong stirring.
Then a basic catalyst (Ti :H2O :NH3 : 2-propanol (Panreac, 99.7%)
catalyst with a molar ratio of 1 : 60 : 4.5 : 100) was added to
partially hydrolyze the solution and produce a viscous electro-
spinnable ORMOGLASS slurry. The hydrolysis was performed at
4 1C and aged for three days. In parallel, polymeric solutions of
polylactic acid 3% and 4% w/w (PLA, 70/30 L-lactide/DL-lactide
copolymer, Purasorb PLDL 7038) in 2,2,2-trifluoroethanol (TFE,
Panreac, 99.8%) were prepared. Then, the ORMOGLASS gel and
the polymeric solution were blended according to an ormoglass :
polymer ratio of 10 : 90 (OG5 10–90) and 20 : 80 (OG5 20–80) (v : v)
in order to obtain the electrospinnable blends. The blends, as
well as the pure polymeric solution, were finally electrospun
using a conventional electrospinning setup with a grounded flat
or a rotary collector covered with aluminium. Fibers were then
deposited as randomly distributed or aligned fibrous mats. The
processing parameters were the following: 8 kV applied voltage,
0.5 ml h1 blend dispensing rate, 18 cm tip-collector distance
and 1000 rpm rotating speed (aligned fibers only). In order to
minimize differences in the fiber composition due to the
preparation of the ORMOGLASS (mix), each blend was used
to produce both types of fiber orientation.
Blend viscosity
In order to assess the eﬀect of the addition of the ORMOGLASS
gel to the polymeric solution, viscosity measurements of the
blends were performed (vibro-viscometer SV10, AND company,
Japan). Continuous measurements were done to make sure that
the viscosity of the blends was stable over time and suitable for
the electrospinning process.
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Fiber morphology and composition
Small pieces 2  2 mm of the electrospun mats were fixed on a
metallic support and coated with carbon. The support was then
introduced in a Field Emission Scanning Electron Microscope
(FESEM, Novat-Nano SEM-230; FEI Co., The Netherlands) to
assess the arrangement and morphology of the fibers. To
evaluate the composition of the fibers, the samples used for
FESEM observations were loaded in a SEM device coupled with
EDS (Quanta 200 XTE 325/D8395; FEI Co., The Netherlands).
The measured compositions were averaged from elemental
quantifications of three diﬀerent points on the samples.
Fiber wettability
Contact angle measurements were performed using the sessile
drop method to evaluate the wettability of the scaﬀolds (OCA 20
system, Dataphysics, GmbH, Germany). This consists of depos-
iting an ultra-pure water drop (3 ml) on the material and
determining the angle between this drop and the material’s
surface. The contact angle was determined by using the ImageJ
software66 and the plugin. This approach enables the determi-
nation of the degree of hydrophilicity of the materials: the lower
the contact angle values, the more hydrophilic the material. For
the aligned fibers, pictures of the water drop on the fibers were
taken perpendicular to the orientation of the fibers. For the
random fibers, no specific positioning of the sample was
performed, as the contact angle values were not influenced by
fiber orientation (Fig. S3, ESI†).
Fiber surface charge
The zeta potential (ZP) technique was used to assess the surface
charge of the fibers. ZP measurements were performed in a
1 mM KCl electrolyte solution using the ‘‘adjustable gap cell’’
set-up (electrokinetic analyzer SurPASS, Anton Paar Ltd, Austria).
The electrolyte was titrated from the basic region (pHB 8) to the
acid one (pH B 2.5) by adding HCl 0.1 M (Sigma-Aldrich, 37%)
using the device syringe pump. The electrolyte was forced to pass
between two thin layers of fibers using a pressure program of
maximum 300 mbar. The isoelectric points (IEP) and ZP values
at pH = 7.4 were monitored to compare the charge surface
changes after the treatments.
Thermal properties of the polymer
Diﬀerential scanning calorimetry (DSC, Q2000 TA, US) was used
to determine the eﬀect of the addition of the ORMOGLASS
in the polymeric solution on the thermal properties of the
produced fibers. As for FESEM, small pieces of the mats were
cut at random areas of the electrospun layer (B1.2 mg sample).
Samples were then placed in aluminium pans and subjected to
two heating ramps and one intermediate cooling: samples were
first heated from 20 to 180 1C, cooled, and heated again. The
heating rate for both ramps was fixed at 10 1C min1 and
nitrogen was used as a purging gas. Crystallization and melting
properties of the polymer were assessed by analysing the curve
of the first heating ramp. The glass transition (Tg) was determined
considering the second heating cycle and using the inflexion
point method (TA Universal Analysis software, v4.7A, TA, US).
Thermogravimetry
A thermoanalyser (TGA Q5000 TA, US) was used to determine
the mass of the inorganic phase contained in the fibers and
assess the stability of the polymeric phase (evaluation of
decomposition temperatures). Samples ofB10 mg were placed
on platinum pans and heated from room temperature (25 1C)
up to 700 1C, at a heating rate of 10 1C min1, in air. TGA
coupled with FTIR (Nicolet 8700 Thermo Scientific, US) was
also operated to identify the gaseous by-products that decom-
posed and/or vaporized during the degradation of fibers. In this
case, measurements were performed under the same alter-
native conditions as simple TGA but in nitrogen. However, only
the OG5 20 : 80 fibers were selected for this assay. As they had a
higher ORMOGLASS content, it was assumed that an improved
infrared signal, related to eventual degradation products from
the ORMOGLASS, could be obtained (in comparison to fibers
containing a smaller quantity of ORMOGLASS). TGA curves
were analysed using the TA Universal Analysis software (v4.7A)
and FTIR spectra acquired using the OMNIC 8.2 software
(Thermo Scientific, US).
Mechanical properties
Fiber strips (1 cm width), cut from the fiber mats, were clamped
by the grips of the tensile device (Tytron 250 Microforce Testing
System, MTS, US) and elongated using a force load of 50 N.
The MultiPurpose TestWares software was used to acquire the
strain–stress data curves. The Young’s modulus was calculated
as the slope of the linear region of the curve. The thickness of
the fiber layer was measured using the ImageJ66 software using
FESEM pictures of the strips in the transversal view. The initial
sample length (distance grip to grip) was set to 2 cm. For the
aligned fibers, strain was applied in the same axis as the fiber
orientation.
Protein adsorption
A protein adsorption test was performed to evaluate the ability
of the fibers (PLA and hybrids) to support protein anchorage.
As such, 1 cm  1 cm pieces were cut from the fibrous layers
and immersed for 1 hour in deionized water at room tempera-
ture. Afterwards, fibers were transferred to a 24 well-plate and
1 ml of phosphate buﬀer saline (PBS) solution containing
0.5 mg of bovine albumin serum (BSA, Sigma-Aldrich) was
added to each well and incubated for 30 min at 37 1C. Then
the membranes were gently rinsed three times with deionized
water and allowed to dry at room temperature. The adsorption
of the protein was qualitatively assessed by FTIR (Nicolet 8700
Thermo Scientific, US).
pH measurements and calcium release evaluation
The pH and Ca2+ release of the samples were evaluated by
immersion in distilled ultra-high pure water, containing 0.02 M
KCl (Sigma 499%) for constant ionic strength, in c-SBF67
or in 2-[4-(2-hydroxyethyl)piperazin-1-yl]ethanesulfonic acid
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(HEPES 20 mM, Sigma, 499.5%) buﬀered solutions. Discrete
measurements, at diﬀerent time points, were performed and
the solution was renewed at each time point. Measurements in
water and in SBF at 37 1C were performed using a Crison
GLP22 + pH-meter (Crison, Spain), a Crison pH microelectrode,
a Crison Ca2+ selective electrode and an Ag/AgCl reference
electrode.
Measurements of calcium release, in organically buﬀered
solutions, were equally performed using fiber monolayer sheets
electrospun on 10 mm diameter cover glasses placed in 48 well
plates. The slides were immersed in a solution of 2.5 mM CaCl2
and 0.01 M HEPES at pH = 7.4  0.1. The samples were then
incubated at 37 1C and the buﬀer replaced at diﬀerent time
point, for 1 month. The calcium concentration was measured
by spectrophotometry using a chromophore (O-cresolphthalein
complexone, Sigma-Aldrick 99%). The reason for the use of
organically buﬀered solutions is the trend of calcium to pre-
cipitate in contact with phosphates from c-SBF in the form of
brushite or hydroxyapatite as can be observed in the negative
slope of calcium release rates of hybrid mats in Fig. 3a.
When performing preliminary tests for in vitro assays, it has
been noted that the culture medium used turned yellow instead
of retaining pink, its usual color. This indicated that the pH
changed once the fibers were immersed in culture medium.
The possibility to control these changes was evaluated by
immersing the fibers in four diﬀerent solutions: deionized
water, SBF, culture medium (advanced Dulbecco’s modified
Eagle medium, adv. DMEM, Gibcos) and culture medium
supplemented with 20 mM of HEPES at pH 7.4 that was enough
to solve this aspect.
In vitro biological assays
Material conditioning and cell seeding. Rat mesenchymal
stem cells (rMSCs) and rat endothelial progenitor cells (rEPCs)
obtained from Lewis rats’ (Charles-River) bone marrow from
the femora and tibiae were used for this study.17 These two
types of cells were chosen due to their condition as precursor
cells in bone and vessels and according to the published results
that demonstrated the potential to respond to extracellular
calcium.10,43 The medium for rMSCs was prepared with DMEM
(Invitrogen Gibco) supplemented with 10% fetal bovine serum
(FBS, Invitrogen), 1% of L-glutamine (Invitrogen), 1% sodium
pyruvate (Invitrogen) and 1% penicillin/streptomycin (Invitrogen).
The medium for rEPCs was prepared with M199, supplemented
with 20% FBS, 1% L-glutamine, 1% penicillin/streptomycin and
the following supplements: 22.5 mgml1 heparin (Sigma), 1 mgml1
ascorbate (Sigma), 20 ng ml1 IGF (Sigma), 5 ng ml1 EGF (Sigma),
20 ng ml1 VEGF (BioNova) and 10 ng ml1 bFGF (Peprotech).
HEPES (20 mM) was additionally added in both media to assure
pH stability during the assay. Cells were grown on tissue culture
polystyrene (TCPS) culture flasks, under standard conditions
(37 1C, 5% CO2).
Before cell seeding, 15  15 mm squares were cut from the
electrospun fibrous layers and fitted in 24 well plates, sterilized
for 15 min under UV radiation, pre-incubated in complete
medium for 2 hours at 37 1C and rinsed with PBS. Cells were
then seeded at a density of 10 000 cells per disc in 24 well plates
using 500 ml medium per well.
Fluorescence staining. After 1 day and 10 days, cells were
fixed using a 4% paraformaldehyde–sacarose–H2O–PBS solution
for observation in the fluorescence microscope. 4,6-Diamidino-2-
phenylindole (DAPI) was used to stain the nuclei and green
phalloidin (Actin-stain 670 phalloidin) for the actin cytoskeleton.
Fluorescent images were collected using a confocal microscope
with a 63 objective lens (oil immersion).
Cell fixation for FESEM imaging. For FESEM analysis, fiber
mats seeded with cells were fixed with 4% glutaraldehyde in
PBS solution and then gradually frozen and lyophilized before
carbon coating. FESEM (FESEM, Novat-Nano SEM-230; FEI
Co., the Netherlands) analysis followed the same procedure
for fiber mats without cells.
Cellular metabolic activity assessment. Cellular metabolic
activity, as an indirect evaluation of cell proliferation, was
carried out using the Alamar Blues (Thermo Scientific, TREK
diagnostic systems) assay cell. Briefly, at 1, 3, 7, 10 and 14 days
the cell culture medium was replaced with fresh medium
containing 10% of Alamar Blues and incubated at 37 1C for
4 h. Then, 100 ml of the medium was transferred to a 96 well per
plate and the fluorescence was measured (exc = 528 nm, em =
590 nm) using a microplate reader (Infinite M200 Pro, Tecan).
The remaining culture medium containing Alamar Blues was
removed and cells were washed with PBS, 500 ml of fresh
medium was added to each well and cells were cultured until
the next time point. At each time point, 5 independent replicates
were evaluated.
The cell number was normalized to day 1 data to avoid the
diﬀerent cell attachment response in the diﬀerent materials
that masked the calcium dose eﬀect.
In vivo assays
As a means to evaluate the material biocompatibility and
capacity to sustain angiogenesis we performed their subcuta-
neous implantation in a murine model. The procedures and
animal handling followed the principles of Laboratory Animal
Care described by the National Society for Medical Research,
and approved by the Animal Care and Experiment Committee
of the University of Bordeaux Segalen. Experiments were carried
out in accredited animal facilities according to European
recommendations for laboratory animal care (directive 86/609
CEE of 24/11/86). Swiss Strain mice (female, 3 months) were
used for this study. Mice were housed in individually ventilated
cages in a 12-hour light-dark cycle at 21–23 1C and 40–60%
humidity, and allowed free access to irradiated standard rodent
diet and sterilized water. Round shape membranes, cut from
the electrospun layers with a diameter of 1 cm, were sterilized
by UV, incubated for 24 h in PBS and then implanted in the
dorsum of the mice (subcutaneous implantation – see Fig. S12,
ESI†). The animals were anesthetized using isoflurane and one
small incision was made, with scissors, on each side of the
dorsum. Each animal received one specimen of the aligned
fiber type (PLA, OG5 20–80 or OG5 10–90 membranes) at the left
and right dorsal sites. Three animals were used for each fiber
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type for histological assays (n = 6). The incision was closed
using chirurgical staples. After one and four weeks, the animals
were euthanized and implanted membranes were extirpated
for histological analysis. The membranes and the tissues
surrounding the implanted membranes were placed in 4%
buffered formaldehyde solution for 24 h, at 4 1C. Then they
were immersed for 3 days at 4 1C in a sucrose solution (30%,
Sigma-Aldrich, 99.5%) and afterwards, immersed for 2 h
in a sucrose solution (30%) containing 7% of porcine gelatin
(type A, Sigma-Aldrich), at 37 1C. The samples embedded in
gelatin were snap frozen using liquid nitrogen, and 8 mm
sections were cut using a cryosection device (Leika, Germany).
Hematoxylin and Eosin staining (HE) was performed in order to
assess developed inflammation (formation of fibrous capsules),
cell penetration into the materials and angiogenesis. CD31
immunostaining was additionally performed to confirm the
presence of endothelial cells and to quantify more precisely the
degree of angiogenesis. Briefly, samples were hydrated in PBS
for 5 minutes, endogenous peroxidase was quenched using 3%
(v/v) hydrogen peroxide for 5 min at room temperature (RT) and
then blocked with 2% goat serum, in PBS, for 30 min at RT.
Primary antibody against CD31 (ab28364, Abcam, UK) was used
at 1 : 250 in 1% (w/v) BSA in PBS, and incubated overnight at
4 1C. After two washes with PBS, the peroxidase VECTASTAIN
ABC kit (VectorLabs, USA) was used according to the manufac-
turer’s instructions. Specific staining was obtained using the
3,30-diaminobenzidine staining solution (VectorLabs, USA).
Counterstaining was performed using Mayer’s haematoxylin.
Samples were then mounted using Clearmounts medium
(Invitrogen, USA). Sample imaging was performed using a
microscope (Nikon Eclipse 80i) equipped with a digital camera
(Nikon Dxm 1200C). Six tissue slices, at three different sample
positions, were evaluated per time point and condition. For
vessel quantification the total number of microvessels was
determined and normalized to the area of the material.
Statistical analysis
Using the Graphpad Prism 5.0 software, the D’Agostino and
Pearson omnibus normality test was used in order to verify if
data conformed to a Gaussian distribution. Statistically signifi-
cant diﬀerences between the groups were analyzed by the non-
parametric Kruskal–Wallis test, followed by a Dunn post-test.
The results were considered statistically significant for po 0.05
and highly statistically significant for p o 0.001.
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